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K: OS/GS

CX: 32x74mm

L: 38x185mm

XR20/60 & XW20/60/300: NT and LT REFRIGERATED   
 TRUCKS APPLICATIONS

HOW to ORDER

For blue display please contact Dixell

For blue display please contact DixellKEYBOARD

Inputs Buzzer X-REP output (excludes TTL output) Measurement unit Connections
N = NTC 0 = No No C = °C 0 = Screw
P = PTC 1 = Yes No F = °F 6 = Faston

2 = No Yes
3 = Yes Yes

Inputs Buzzer Measurement unit
N = NTC 0 = No C = °C
P = PTC 1 = Yes F = °F

Buzzer Housing Measurement unit Built-in RS485 4-20mA
0 = No 0 = Open board “OS” C = °C 0 = No No
1 = Yes 2 = “GS” housing 182x142x76mm F = °F 2 = No Yes

4 = “GS” housing 225x180x84mm 4 = Yes No
6 = Yes Yes

For blue display please contact Dixell
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XR20/60 & XW20/60

L: 38x185mmCX: 32x74mm

XR20CX

XR60CX

XW20L

XW60L

XR20CX
XW20L

XR60CX
XW60L

CONTROLLERS for STATIC and VENTILATED 
APPLICATIONS on REFRIGERATED TRUCKS

Digital controllers for NT static applications with “off cycle” defrost

Digital controllers for NT and LT ventilated applications with defrost management 

FEATURES XR20CX XW20L XR60CX XW60L

Display: n° digits ± 3 d.p. ± 3 d.p. ± 3 d.p. ± 3 d.p.
Power supply 9-40Vdc 9-40Vdc  9-40Vdc   9-40Vdc

Probe inputs
Thermostat NTC, PTC NTC, PTC NTC, PTC NTC, PTC
Defrost NTC, PTC NTC, PTC
Condenser NTC, PTC on HOT KEY NTC, PTC on HOT KEY

Digital inputs

Alarm, start defrost, door switch, 
pressure switch config config config config

Relay outputs
Compressor 8A 8A 8A 8A
Defrost 8A 8A
Fans 8A 8A
Light 8A 8A

Other
Hot Key/Prog Tool Kit output pres pres pres pres
Remote display output X-REP opt X-REP opt
Serial output TTL TTL
Buzzer opt opt opt opt
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XW300

38x185mmK: OS/GS

XW360K XW370K

XW360K

XW370K

T630

CONTROLLERS and KEYBOARD for VENTILATED APPLICATIONS 
with “on DEMAND” DEFROST on REFRIGERATED TRUCKS

Digital controller with NT and LT ventilated applications with “on demand” defrost

Digital controller with NT and LT ventilated applications with “on demand” defrost, 
heater and shutter management

Keyboard for XW300 controllers

OS: open board GS: with plastic housing 182x142x76mm or 225x180x84mm

The POWER MODULES in K FORMAT are AVAILABLE in 2 DIFFERENT VERSIONS

FEATURES XW360K XW370K T630

Display: n° digits on keyboard ± 3 d.p. on keyboard ± 3 d.p. ± 3 d.p.
Power supply 9-40Vdc 9-40Vdc from controller

Probe inputs
Thermostat NTC NTC
NT thermostat NTC
Defrost NTC NTC
“on demand” defrost NTC NTC

Digital inputs

Generic alarm, block alarm, 
pressure switch, start defrost, 
change working mode, heater output

config config

Door switch pres pres

Relay outputs
Compressor 8A 8A
Defrost 8A 8A
Fans 8A 8A
Heater control 8A
Light 8A 8A
Shutter 8A

Other
Hot Key/Prog Tool Kit output pres pres
Serial output RS485 opt RS485 opt
Analog output 4-20mA opt 4-20mA opt
Buzzer on keyboard on keyboard opt
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