
CONDENSING UNIT TECHNICAL DATA

UNEK6144GK

ENGINEERING CODE

557GA5212AA

POWER SUPPLY

220-240 V 50 Hz

MOTOR TYPE

CSIR

REFRIGERANT

R-449A

APPLICATION

HBP

STANDARD

EN13215_RG20

COOLING CAPACITY

387 W

EFFICIENCY

1.62 W/W

GENERAL DATA

Model UNEK6144GK

ACESSORIES

Discharge valve FLARE 1/4" 2110025

Suction valve FLARE 3/8" 2110024

CONDENSING COMPONENTS

Compressor NEK6144GK M/HBP

Condenser 3R9T 2451205

Refrigerant R-404A

Expansion Device C-V

Fan Blade Diameter 230

Fankit 10W 230/31/5B 1996699

DATA



MECHANICAL DATA

Air Flow 300 m³/h

Height 254 mm

Receiver 0.6 L

Shaft Power 10

Weight 17 Kg

Width 300 mm

Length 435 mm

TESTED CONDITIONS

Tested Refrigerant R-449A

Tested Application HBP

Tested Standard EN13215_RG20

RATED POINTS

Ambient

Temperature

°C

Evaporating

Temperature

°C

Cooling

Capacity W

Efficiency

W/W

Consumo de

Potencia W

32 -10 387 1.62 239

Test Condition: Subcooling 3 K, Return Gas 20 ºC.

PERFORMANCE CURVE Ambient Temperature 25ºC

Evaporating

Temperature

°C

Cooling

Capacity W

Efficiency

W/W

Consumo de

Potencia W

-20 282 1.43 197

-15 344 1.60 215

-5 512 2.05 250

0 615 2.30 268

5 731 2.55 286

10 858 2.80 306

Test Condition: Subcooling 3 K, Return Gas 20 ºC.

PERFORMANCE



PERFORMANCE CURVE Ambient Temperature 32ºC

Evaporating

Temperature

°C

Cooling

Capacity W

Efficiency

W/W

Consumo de

Potencia W

-20 258 1.27 203

-15 316 1.43 221

-5 471 1.83 257

0 566 2.04 277

5 673 2.26 298

10 789 2.46 320

Test Condition: Subcooling 3 K, Return Gas 20 ºC.

PERFORMANCE CURVE Ambient Temperature 43ºC

Evaporating

Temperature

°C

Cooling

Capacity W

Efficiency

W/W

Consumo de

Potencia W

-20 209 0.98 214

-15 261 1.12 233

-5 399 1.45 275

0 483 1.62 299

5 576 1.77 325

Test Condition: Subcooling 3 K, Return Gas 20 ºC.

ENVELOPE



EXTERNAL DIMENSIONS

WIRING DIAGRAM
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