fly one+ care geo hot #290

Wall-mounted
air conditioners

The compact dimensions of the wall-mounted units provide an ele-
gant appearance and comfort of use, combined with high efficiency
and simple installation.

All wall-mounted KAISAI air conditioners use the environmentally friendly R32 refrigerant, and
standard accessories include the Wi-Fi function to control the unit using mobile devices. De-
pending on the model, there is a number of practical functions available for intuitive control and
the optimum adaptation of the device to the needs of the user.
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KWX 09112118124 HRGI

The energy-efficient Kaisai Fly wall air condition-
er with R32 refrigerant combines elegance with
functionality. Its universal, timeless design makes
it fit into any interior.

The unit stands out for its ability to heat at outdoor temperatures as low
as -25°C. The Wi-Fi function as standard increases the convenience of
air conditioning control, and a modern wireless remote control allows
you to use 3 additional functions: self-cleaning evaporator (Self Clean),
constant heating at 8°C (Heating 8°C) and temperature sensor in the re-
mote control (Follow Me).
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Features of Kaisai Fly
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WALL-MOUNTED AIR CONDITIONERS

Technical specification
indoor unit KWX-09HRGI KWX-12HRGI KWX-18HRGI KWX-24HRGI
MODEL
outdoor unit KWX-09HRGO KWX-12HRGO KWX-18HRGO KWX-24HRGO
Capacity cooling kW 2,6(09+34) 35(1,1+4,2) 5,3(2.9+58) 7.0(2.1+7.9)
average (min=max) heating kw 29(0,8+3,4) 3.8(1,1+4,2) 5,6(3,145,8) 73(1,6+7,9)
Energy class cooling/heating A++/A+ A++/A+ A++/A+ A++/A+
SEER average W/W 6.3 6.1 74 6.1
SCOP average W/W 40 40 40 40
Average power consumption cooling w 732(100+1240) 1213(130+1580) 1550(560+2050) 2600(420+3150)
(min+max) heating w 733(120+1200) 1088(100+1680) 1570(780+2000) 2400(300+2750)
Average operating current cooling A 3,2(0,4+5,4) 5,3(0,5+6,9) 6,7(2,4+89) 11,5(1.8+138)
(min+max) heating A 3,2(0,545,2) 47(0,4+6,9) 6,8(34+87) 11,0(1,3+12,2)
indoor mh 466/360/325 540/430/314 840/680/540 980/817/662
Air flow rate
outdoor m3h 1750 1800 2100 3500
Operating temperature indoor °C 17+32/0+30 17+32/0+30 17+32/0+30 17+32/0+30
cooling/heating outdoor °C -15¢50/-25¢30  -15¢50/-25¢30  -15¢50/-25:30  -15+50/-25+30
indoor dB(A) 38,5/32/25/21 40,5/34,5/25/21 42,5/36/26/20 45/40,5/36/30
Sound pressure level
outdoor dB(A) 55!5) 56 56 59
indoor mm 805/285/194 805/285/194 957/302/213 1040/327/220
Net dimensions w/h/d
outdoor mm 720/495/270 720/495/270 805/554/330 890/673/342
indoor mm 870/365/270 870/365/270 1035/385/295 1120/405/315
Transport dimensions w/h/d
outdoor mm 835/540/300 835/540/300 915/615/370 995/740/398
indoor kg 7.6 7.6 10,0 123
Net weight
outdoor kg 232 232 327 429
indoor kg 9,7 98 130 158
Transport weight
outdoor kg 25,0 25,0 354 459
Pipe diameter: liquid/gas mm 6,35/9,52 6,35/9,52 6,35/12,7 9,52/15,9
Maximum installation length m 25 25 30 50
Maximum height difference m 10 10 20 25
Power supply outdoor VIHz/Ph 220+240/50/1 220+240/50/1 220+240/50/1 220+240/50/1
Circuit breaker/fuse outdoor A 10 16 16 20
Power supply lines outdoor # of wires x mm? 3x1,5 3x1,5 3x2,5 3x2,5
Control lines ind. - outd. # of wires xmm? 5x1,5 5x1,5 5x1,5 5x1,5
Factory amount of refrigerant upto5rm kg 0,55 0,55 1.08 142
Additional amount of refrigerant over 5rm g/m 12 12 12 24
* Additional electric heaters, compressor and condensate tray are required for heating operation at outdoor temperatures below -15°C.
Controllers
WIRELESS WIRELESS WIRED REMOTE WIRED REMOTE
REMOTE CONTROL REMOTECONTROL 1 CONTROL - CONTROL § |
RG10B1 RG66A1 KJR12B  LEEEE KJRIOA
(OPTIONAL) (OPTIONAL) = = (OPTIONAL)
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