RIVAC®LD

Air cooled condensers

Con convogliatore in lamiera

Avec convoyeur d’air en téle

Tutti i modelli sono verniciati a polvere epossidica RAL 9005 (NERO)
All models are varnished with epoxy powder RAL 9005 (BLACK)

With metal fan aperture Mit ablenkblech
MODEL Geometry | n° of n®of |fintot | fin | @tube | m? |PERFORMANCE| CONNECT. | FAN MOTORS | DIMENSIONS | <
fubes | = | total | lenght | spacing | inches At10 At15 ) N OUT| N° 8 (A B H| =
mm height “ 1 Tbe | mm | mm mm Watt  Watt | mm mm mm |mm mm mm| S
Rese calcolate con motoventilatore 4 poli - Output calculation made with 4 poles - fan motor
1620830C00  25x21,65 16 2 32 830 3 3/8" 897 4153 6230 16 14 2 350 909 202 410 1
1630830C00  25x21,65 16 3 48 830 3 3/8" 1350 5513 8270 16 14 2 350 909 202 410 1
1640830C00  25x21,65 16 4 64 830 3 3/8" 17,90 6500 9750 16 16 2 350 911 205 410 1
1650830C00 25x21,65 16 5 80 830 3 3/8" 2240 7200 10800 16 14 2 350 915 237 410 1
2240830C00  25x21,65 22 4 88 830 3 3/8" 2470 8133 12200 20 18 2 350 915 216 561 1
2250830C00 25x21,65 22 5 108 830 3 3/8" 30,80 9133 13700 22 18 2 350 920 251 561 1
2241000C00 25x21,65 22 4 88 1000 32 3/8" 2800 10067 15100 20 18 2 400 1078 214 560 1
2251000€00 25x21,65 22 5 110 1000 32 3/8" 3500 1133317000 22 20 2 400 1080 252 560 1
2451000€00 25x2165 24 5 120 1000 35 3/8" 3530 11400 17100 22 18 2 400 1080 252 610 1
2641000C00  25x21,65 26 4 104 1000 3 3/8" 3510 12600 18900 28 18 2 450 1096 246 660 1
2651000€00 25x21,65 26 5 130 1000 3 3/8" 4390 14400 21600 28 22 2 450 1096 246 660 1
2021165C20  37,5x32,5 20 2 36 1165 25 12 42,00 13200 19800 22 18 2 450 1279 252 770 1
2031165C20 37,5x325 20 3 60 1165 25 12 6300 17733 26600 28 22 2 450 1285 256 770 1
2041165€20 37,5x325 20 4 72 1165 25 12 8410 19200 28800 28 22 2 450 1285 256 770 1
2041165C21  37,5x325 20 4 72 1165 25 12 8410 22667 34000 28 22 2 500 1285 352 770 1
4450830€00 25x21,65 44 5 220 830 35 3/8" 5370 17533 26300 28 22 4 350 927 2511108 2
4051200€00  25x21,65 40 5 200 1200 3 3/8" 81,10 27900 42500 35 128 4 450 1304 2421015 2
1 Condensatore con collettori - Condenser with headers 2 Condensatore con collettori - Condenser with headers
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* La posizione dei collettori nel disegno é indicativa 8 : 2
The headers position in the drawing can be different L 25
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